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NOTES:
Rated Current:1.0A Ax0.2 [
Rated <o:o@.m;oo< AC,DC 2 004£0.05
Contact Resistance: 20mQ max I\ﬁ 07940.007] .
Withstand Voltage: 800V AC/Minute _
Insulation Resistance: 1000MQ min = I _ =
Operation Temperature: =25C to+85C %ﬁgﬁ |
Material: PAG6 UL94V-0
M M M M M M Specification & Ordering Information: .
o : )
Circuit Part No. e T/
A B c bag
02 | WF2001-Ho2x01 | 2.0 | 465 | 5.8 |1,000
03 |'WF2001-HO03x01 | 4.0 |6.65 | 7.8 |1,000
04 | WF2001-Ho4x01 | 6.0 | 865 | 9.8 |1,000 I b
B+0.3 - 3,40 05 | wr2001-Hosx01 | 8.0 [10.65| 11.8 | 1,000
?wﬁ 06 | wrF2001-Ho6Xx01 | 10.0 [12.65 | 13.8 | 1,000
. . 07 | WF2001-HO7X01 | 12.0 |14.65] 15.8 | 1,000 I
QH&N*&N&% N\Q.\.Q\EQN«QQ& _|_ _|_ _|_ _|_ 08 | wr2001-Ho8x01 | 14.0 |16.65 | 17.8 | 1,000
Q“NOOH m VAVA VA O _ 09 WF2001-H09XO01 16.0 |18.65 | 19.8 [ 1,000 E
o N 10 | WF2001-H10X01 | 18.0 |20.65] 21.8 |1,000
_||_|_|I_I 1_\ F 90
Nowofoi o Packi © 1 WF2001—H11X01 | 20.0 [22.65| 23.8
0.0 —u:uw olor ac. —EW L1 L1 1k 1k 1l L —
02pin~20pin E=Beige 0=PE Bag 12 | WF2001-H12x01 | 22.0 |24.65] 25.8 |1,000
MMM_\HW _ | T 13 | WF2001-H13X01 | 24.0 |26.65] 27.8 | 1,000
N=B _ 1 _ F
rown _|_ _|_ _|_ _|_ _|_ _|_ _|_ _|_ 14 WF2001—H14X01 26.0 [28.65| 29.8 | 1,000
15 | WF2001-H15X01 | 28.0 |30.65]| 31.8 |1,000
0403 - 4.40 . 16 | WF2001-H16X01 | 30.0 |32.65]| 33.8 |1,000
- ?w& 17 | WF2001—-H17Xx01 | 32.0 |34.65]| 35.8 |1,000
18 | WF2001-H18X01 | 34.0 |36.65]| 37.8 |1,000
19 | wr2001—H19x01 | 36.0 |38.65| 39.8 | 1,000 [| ©
20 | wr2001-H20x01 | 38.0 |40.65| 41.8 | 1,000
OPERATION ~ DRAW DATE SCALE | FIT  |[PART NO. -
o Tzom Muang | 2012/09/04 wr B | SEE TAB A
XXX +0.25 | CHECK DATE : Http: www.wcon.com
0 | 201 SIZE | A4 "J"TYPE PH2.0 HOUSING WCON-Dongguan WCON-Kunshan H
- : Tel: +86 769 85358920 |Tel: +86 512 57468408
AO NEN\O@\OA NEW nge | 2 5 APPROVE DATE SHEET ;\; e . e .
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